
DECORATIVE 
PRESSED METAL



TRANSFORM THE LOOK AND FEEL OF ANY ROOM WITH
REVOLUTION’S NEW DECORATIVE PRESSED METAL SHEETING 

IN THE CLASSIC ‘FISHSCALE’ DESIGN. 

www.revolutionroofing.com.au

MILE END SA
55-57 Scotland Road

PO Box 575 Marleston SA 5003

P (08) 8352 0911 F (08) 8352 0922 

Open Monday to Friday 7.30am to 5.30pm   
and Saturday 8am to 12pm
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The information in this brochure is intended as a guide and every effort has been made to ensure that the information is correct and current at the time of printing. It is recommended that the user obtain qualifi ed expert advice prior to product 
application. Any queries relating to the information supplied in this brochure should be directed to Revolution Roofi ng. BlueScope, COLORBOND® steel, ZINCALUME® steel, ZINCALUME® steel, ZINCALUME  steel are registered trademarks of BlueScope Steel Limited.

MATERIAL SPECIFICATIONS

DECORATIVE 
PRESSED METAL 

BENEFITS
•  2400mm x 1200mm pressed metal sheets
•  Classic ‘Fishscale’ design
• Ideal for decorative surfaces such as ceilings,   

bars, internal walling, decorative outdoor features   
and much more. 

•  Minimal maintenance required and easy to clean.
•  Available in 0.55 BMT gauge     

(0.60 total coated thickness)
• Horizontal & vertical application opportunities. 
•  Economical in comparison to heavily textured wallpaper.
•  Transform the look and feel of a room with a durable 

decorative surface.
•  Available in a variety of fi nishes.

Revolution Roofi ng only use 100% BlueScope Steel products.

ZINCALUME® steel aluminium/zinc alloy-coated steel complying 
with AS1397-2001 G300, AZ150 (300MPa minimum yield stress, 
150g/m2 minimum coating mass) or Stainless Steel standard 
grade designation is AISI/ASTM Type 430; UNS No. S43000.

COLORBOND® Ultra base metal thickness is 0.55mm. G300, 
AZ200 (300MPa minimum yield stress, 200g/m2 minimum 
coating mass). 

COLORBOND® Metallic steel base metal thickness is 0.55mm. 
G300, AZ150 (300Mpa minimum yield stress, 150g/m2 minimum 
yield stress, 150g/m2 minimum coating mass).

The COLORBOND® prepainted steel complies with AS/
NZS2728:1997.

FISHSCALE Masses

Measurement Zincalume
0.55 BMT

Colorbond
0.55 BMT

Z600 
Galvanised

kg/lm 5.50 kg 5.60 kg 6.90 kg

2400mm x 1200mm 13.20 kg 13.44 kg 16.60 kg

m2 sheet 2.88 2.88 2.88


